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Photometry

3 Inch Recessed Round Stretchable Adjustable Spotlight
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3 Inch Recessed Round Stretchable Adjustable Spotlight

ACCESSORIES

Cut out:

Round: 

Ø 2"

Ø 1"

Square:  3"   (     77mm)

Ø 3" (Ø 77mm)
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Cut out:

Round: Ø 77mm*2 (Ø 77mm*2)

Tailored brackets are available with a reasonable surcharge, details as below
Remark

Square:       3"(   77mm)

Brackets for New-Construction (4-legs) IC-BOX for New-Construction (4-legs)

(Ø 62mm)

(Ø 50mm)

Cut out:

Round: 

Ø 2"

Ø 1"

Square:  3"   (     77mm)

Ø 3" (Ø 77mm)

(Ø 62mm)

(Ø 50mm)

14 1/4"(360mm)-23 1/2"(600mm)
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Brackets for New-Construction 

77mm*2 (    77mm*2)

The customized bracket’dimensions are still the same as the existing ones,600*200mm
Hole sizes can be customized within the range of 25-100mm
Holes quantity can be indicated,1-7pcs
Holes’ positions on the bracket can be done as requests
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3 Inch Recessed Round Stretchable Adjustable Spotlight

1 2 3 4

Microflange

Trimless Drywall
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